










GT-900XL Axle weight distribution chart 
1) Boom Over Front configuration

Remove 1. Auxiliary hoist with 436' (133m) of 3/4" (19mm)
2. Top jib (25.6')
3. Base jib (32.5')
4. Auxiliary lifting sheave

Add 1. Counter weight 6,000lb on upper
2. Counter weight 6,000lb on upper + 5,500lb to carrier

deck
3. Counter weight 6,000lb on upper + 5,500lb + 5,000lb

to carrier deck
4. 6.2 ton (5.6 metric ton) hook ball

Permissible Axle Load

2) Traveling with boom dolly(Boom over rear configuration)

-49 132 154 -22

RearGVW Front Rear GVW Front
20,45488,415 43,321 45,094 40,104 19,650

-1,690

291

121
-110

530 -2,220 -766 241 -1,007

340

-190 80 -50

-670 -460 -210 -306 -210 -96

-88 38
-1,920 -2,190 270 -872 -993

8,560 2,648 -1,234 3,882

26,000

Pounds Kilograms

11,200 1,230 9,970 5,080 557 4,523
5,840 -2,720

16,350 5,020 11,330 7,413 2,275 5,138

Pounds Kilograms
GVW

105,800

Front Rear GVW Front

Permissible axle load

Rear

48,500 57,300 48,000 22,000

Base machine with 105.7gal.(400L)fuel and no counterweight.

Remove 1. Auxiliary hoist with 436' (133m) of 3/4" (19mm)
2. Top jib (25.6')
3. Base jib (32.5')
4. Auxiliary lifting sheave

Add 1. Counter weight 6,000lb on upper
2. Counter weight 5,500lb on carrier deck
3. Counter weight 5,000lb on carrier deck
4. Counter weight 10,500lb on boom dolly
5. Counter weight 8,000lb on boom dolly
6. Counter weight 2,250lb on boom dolly
7. Counter weight 2,250lb on boom dolly
8. Nelson 2-axle boom dolly
9. Nelson 3-axle boom dolly
10. 6.2 ton (5.6 metric ton) hook ball at boom head

Transfer 1. Counter weight 6,000lb on upper to boom dolly
2. Counter weight 5,500lb on carrier deck to boom dolly
3. Counter weight 5,000lb on carrier deck to boom dolly

0 4,0829,000 0 0 9,000 4,082 0

0 1,000
6,000 0 0 6,000 2,722 0 0 2,722

0
17,884 7,753

-1,690 -990 -700 0 -767 -449 -318

RearGVW Front
31,894 39,428 17,093 40,104 14,467

3,647 0 0

-72

Dolly

2,205 0 0 2,205 1,000 0

Pounds Kilograms

-130 -160 -380 -303 -59

GVW Front Rear
88,415

Dolly

-172
-1,920 -120 -150 -1,650 -870 -54 -68 -748

-670

-110 30 40 -180 -50 14 18 -82
5,840 4,300 1,540 0 2,648 1,950 698 0
5,360 3,950 1,410 0 2,431 1,792 639 0

0 0 4,858
5,150 3,790 1,360 0 2,336

4,858

1,000

1,719

368 132 -16

617 0

-19 167

8,040
2,205

0
0

0
10,710 0 0 10,710

Dolly
Counterweight load transfer

Pounds Kilograms

3,647
0 2,205 1,000 0 0

-3,790 -1,360 5,150 -1,719 -617 2,336

2,649
-3,950 -1,410 5,360 -1,792 -639 2,431

Rear
-4,300 -1,540 5,840 -1,950 -698

Base machine with 105.7gal.(400L)fuel and no counterweight.

Front Rear Dolly Front

8,040

291 -35 -42
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GT-900XL Axle weight distribution chart 
1) Boom Over Front configuration

Remove 1. Auxiliary hoist with 436' (133m) of 3/4" (19mm)
2. Top jib (25.6')
3. Base jib (32.5')
4. Auxiliary lifting sheave

Add 1. Counter weight 6,000lb on upper
2. Counter weight 6,000lb on upper + 5,500lb to carrier

deck
3. Counter weight 6,000lb on upper + 5,500lb + 5,000lb

to carrier deck
4. 6.2 ton (5.6 metric ton) hook ball

Permissible Axle Load

2) Traveling with boom dolly(Boom over rear configuration)

-49 132 154 -22

RearGVW Front Rear GVW Front
20,45488,415 43,321 45,094 40,104 19,650

-1,690

291

121
-110

530 -2,220 -766 241 -1,007

340

-190 80 -50

-670 -460 -210 -306 -210 -96

-88 38
-1,920 -2,190 270 -872 -993

8,560 2,648 -1,234 3,882

26,000

Pounds Kilograms

11,200 1,230 9,970 5,080 557 4,523
5,840 -2,720

16,350 5,020 11,330 7,413 2,275 5,138

Pounds Kilograms
GVW

105,800

Front Rear GVW Front

Permissible axle load

Rear

48,500 57,300 48,000 22,000

Base machine with 105.7gal.(400L)fuel and no counterweight.

Remove 1. Auxiliary hoist with 436' (133m) of 3/4" (19mm)
2. Top jib (25.6')
3. Base jib (32.5')
4. Auxiliary lifting sheave

Add 1. Counter weight 6,000lb on upper
2. Counter weight 5,500lb on carrier deck
3. Counter weight 5,000lb on carrier deck
4. Counter weight 10,500lb on boom dolly
5. Counter weight 8,000lb on boom dolly
6. Counter weight 2,250lb on boom dolly
7. Counter weight 2,250lb on boom dolly
8. Nelson 2-axle boom dolly
9. Nelson 3-axle boom dolly
10. 6.2 ton (5.6 metric ton) hook ball at boom head

Transfer 1. Counter weight 6,000lb on upper to boom dolly
2. Counter weight 5,500lb on carrier deck to boom dolly
3. Counter weight 5,000lb on carrier deck to boom dolly

0 4,0829,000 0 0 9,000 4,082 0

0 1,000
6,000 0 0 6,000 2,722 0 0 2,722

0
17,884 7,753

-1,690 -990 -700 0 -767 -449 -318

RearGVW Front
31,894 39,428 17,093 40,104 14,467

3,647 0 0

-72

Dolly

2,205 0 0 2,205 1,000 0

Pounds Kilograms

-130 -160 -380 -303 -59

GVW Front Rear
88,415

Dolly

-172
-1,920 -120 -150 -1,650 -870 -54 -68 -748

-670

-110 30 40 -180 -50 14 18 -82
5,840 4,300 1,540 0 2,648 1,950 698 0
5,360 3,950 1,410 0 2,431 1,792 639 0

0 0 4,858
5,150 3,790 1,360 0 2,336

4,858

1,000

1,719

368 132 -16

617 0

-19 167

8,040
2,205

0
0

0
10,710 0 0 10,710

Dolly
Counterweight load transfer

Pounds Kilograms

3,647
0 2,205 1,000 0 0

-3,790 -1,360 5,150 -1,719 -617 2,336

2,649
-3,950 -1,410 5,360 -1,792 -639 2,431

Rear
-4,300 -1,540 5,840 -1,950 -698

Base machine with 105.7gal.(400L)fuel and no counterweight.

Front Rear Dolly Front

8,040

291 -35 -42
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TADANO AMERICA CORPORATION
4242 WEST GREENS ROAD
HOUSTON, TEXAS 77066 U.S.A.
PHONE:                (281) 869-0030 EXT. 315
FAX:                      (281) 869-0040
Parts Hotline:        (281) 869-0033
Service Hotline:    (281) 869-5925
Web site: www.tadanoamerica.com
E-mail:  sales@tadano-cranes.com
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